
GF Floor system installation Instructions 

 
Full broadcast system consists of a liquid base coat followed by a complete broadcast to rejection with 
flakes and a clear topcoat. 

Random Flake system consists of a liquid base coat followed by a random broadcast of flakes. Clear coat 
is optional, but recommended. 

Solid Color system consists of a liquid base coat with texture granules broadcast in liquid and back rolled 
into the coating.  Second coat is optional, but recommended.  

Prior to the installation of any garage floor coating system, necessary steps should be taken to make 
sure a moisture problem is not present. 

 
Step 1.  Prep- The surface should be prepared by, acid wash, grinding, shot blasting, scarifying or similar.  
The objective is to create a smooth surface with open pours in the concrete.  Always remove dust and 
any foreign debris prior to coating.  Use acid wash or degreaser for oil and grease spots.  Thoroughly 
neutralize area if acid wash was used.  Surface should be completely dry before coating. Surface must 
be free of oil or oil residue for proper adhesion. 

Step2.  Mixing- Our Epoxy coatings are 2-1 ratio by volume coatings.  The B Side is the 2 parts and the A 
side is 1 part.  From time to time mixing ratios may change. Please confirm the mixing ratio on the can 
before mixing. Do not try to mix too much material at a time, especially in high temperatures.   The 
material can be applied in temps from 45F – 100F.  The best temp to apply is 60f-75f.  When the 
material is cold it will be thicker and will react slower, the opposite is true as temps increase, the 
material becomes thinner and reacts quicker.   All conditions are ok if you understand the situation.  It is 
best to always have all products out and ready to go before beginning the floor system.   We 
recommend mixing about 3 quarts of material at a time.  Two quarts of B to 1 quart of A.  This is a good 
amount of material to start with.  If you feel comfortable mixing more you certainly can just keep the 2 
parts B to 1 part A ratio by volume.  Once you start mixing coating continue to mix batch after batch as 
you apply the previous.  You will want to mix the materials in a mixing bucket for approximately 3 
minutes to achieve a consistent mix.  It is important to always scrap the sides and bottom of the 
bucket to ensure everything is mixed in well.  Premixing of a pigmented coating is always 
recommended.  (Premix the B side before adding A side) it is not necessary to premix clear B side. 

Step 3.  Application-  Start by applying your basecoat material.  After mixing your basecoat material pour 
the material in a line at the inner most wall of the area to be coated so you can work your way out.  
Empty entire contents onto the floor.  Your squeegee is your spreader. A handle is not included. A 
broom stick handle often works well.   Use your brush to apply material into hard to reach areas where 
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you cannot get with the squeegee or roller.  Using your squeegee on a broom stick handle or by hand, 
Squeegee the puddle of material from side to side across the garage being sure to put even stiff 
pressure on the handle.  Holding the squeegee at a 30 degree angle works like a plow pulling the 
material back as you walk from one side of the floor to the other.  Continue until you squeegee the 
entire batch.  Continue this process until you complete the floor.  (If you have a partner to help, they can 
mix coating and or back roll the floor and throw out broadcast)  There are two good ways to apply 
coating with a broadcast.  The first is to squeegee out all material and then go back on spike shoes and 
back roll the entire floor, then broadcast flakes. For random broadcast just pinch a few flakes in your 
finger tips and randomly broadcast into the air.  For a full broadcast you will fill a bucket and carry out 
on the floor with spikes and broadcast handfuls of flakes into the air to completely cover the surface ( 
broadcast to rejection). The second is to squeegee out each batch and back roll and apply broadcast as 
you go.  This is necessary if you do not have spike shoes.   The result should be the same if you are 
careful and follow the directions closely.    Once you have finished with the first base coat and flake 
broadcast if applicable, wait 8-12 hours before applying the top coat if included in the system you 
purchased.  Some epoxy systems may have a solid color or no top coat depending on the system you 
chose.  If a random broadcast system is being installed you simply need to blow off any loose flakes if 
any and continue to top coat.  If full broadcast system is being installed you will need to scrape the floor 
with a floor scraper or wide stiff putty knife.  Be sure to scrape (profile) the floor well.  You want to 
create as smooth of a surface as possible.  You should be able to run your hand across the floor without 
feeling flakes sticking up.  If you don’t scrape the floor well you will have a rough coarse surface once 
you apply the top coat.  Be sure to remove all excess or loose flakes with blower or vacuum before 
applying top coat.  The application of a top coat is similar to that of the base coat. If you do not have 
spike shoes back roll the coating as it is squeegeed out.  Mix up a batch of top coat material and empty 
contents onto the floor.  Spread the top coat out with squeegee from one side of the floor to the other, 
be sure to use a chip brush to get any areas you cannot with the squeegee or roller. Texture granules 
supplied should be broadcast into the wet top coat before back rolling. Continue this process until you 
complete the floor.  If you have spike shoes it is quickest and easiest to wait till the end and now go back 
roll the floor.   

(TIP)  POUR OUT A SMALL AMOUNT OF MATERIAL AND SATURATE THE ROLLER COMPLETELY BEFORE 
BACK ROLLING. THIS WILL ENSURE YOU DON’T SOAK UP THE MATERIAL FROM THE FLOOR AS YOU 
BEGIN ROLLING. 

DRY TIME:- You should always let your floor system completely cure(Dry) before using.  24-48 hours for 
walking on and 72 for driving on.   

Step 4. Clean up-  If you have material left over in the bucket after completing the floor simply let it 
harden in the bucket.  The left over material will come out once it’s hardened or it can be disposed of in 
trash.  Unmixed material should be mixed together and let harden before disposal.  Lacquer thinner or 
acetone clean uncured epoxy well.   
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PLEASE NOTE: The installation of the system, proper preparation of the substrate and closely following 
all steps is your responsibility. While we are happy to help you with installation issues the installer 
assumes all risk and liability for improper installation.  
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